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Swing doors serving at floor level according to EN81-31 and Machine Directive 2006/42/EC

See catalogue SKG „Service lifts“, pages 65 to 73

PROJECT
Client:  

Project:  

Date:    Request:  

GENERAL
Capacity:     300 kg       500 kg       750 kg       1000 kg Safety gear:     Yes 

Chargement:     Front-loading       Through-loading 

Position of machine room:     on top    

Number of stops:        Number of landings:        Floor markings:  

Power supply:     3 x 400 V 50 Hz       3 x 380 V 50 Hz       3 x 230 V 50 Hz       

  Others:  

Shaft (Floor to floor distances see in supplement for floor to floor distances)

Width:    mm        Depth:    mm        Travel:    mm        Headroom:    mm        Pit:    mm 

Cabin
Width:    mm    Depth:    mm    Height:    mm  

Gavanized

Stainless steel 1.4016 (AISI 430) brushed grain K240

Stainless steel 1.4301 (AISI 304) brushed grain K240

Stainless steel 1.4301 (AISI 304) 5WL

Stainless steel 1.4571 (AISI 316Ti) brushed grain K240

Other finishes:

FINISHES Cabin Landing doors              Machine room door

Metallschneider GmbH
Mühlenfeld 22
D-33154 Salzkotten-Verlar
Phone  +49 (0) 2948 9480-0
Fax       +49 (0) 2948 9480-24
www.metallschneider.de
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Please check the floors.

Please check the floors.
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Please 
indicate 

the height.
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Travel 
≤ 12 000 mm



Shaft
Ladder:     Yes       with anti-theft device

Lightning:     Yes       No

Cabin
Lightning:     Yes       No

Cabin protection:    Aluminium lattice gate        Drop bar           

Attention: Possibly, the clear cabin dimensions and / or the shaft dimensions are changing!

Landing doors
Fire certificate:     EN81-58 E120 EW60/EW30       EN81-58 EI60 (only at door with ≤ 1000 mm)  

Safety lock:     with profile cylinder       with KABA cylinder (for Switzerland only)

Machine room door
Double walls:     Yes       additionally with mineral wool           

Fire certificate:     EN81-58 E120 EW60       EN81-58 EI60 (nur bei einer Türbreite ≤ 1000 mm) 

Safety lock:     with profile cylinder       with KABA cylinder (for Switzerland only)

Electrical:
Lockable push button stations:      with profile cylinder       with KABA cylinder (for Switzerland only)

Switching off control current (for more levels on demand):     with profile cylinder 

  with KABA cylinder (for Switzerland only)

Other equipment:
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OPTIONS


	Kunde: 
	Bauvorhaben: 
	Datum: 13/08/19
	Anfrage: 
	Frontlader: Off
	Durchlader: Off
	Oben über: Off
	Anzahl Haltestellen: 
	Anzahl Ladestellen: 
	Etagenbezeichnungen: 
	3x400V: Off
	3x380V: Off
	3x230V: Off
	Anderer Strom: Off
	Andere: 
	Schachtbreite: 
	Schachttiefe: 
	Förderhöhe: 
	Fahrkorbbreite: 
	Fahrkorbtiefe: 
	Fahrbhöhe: 
	FK Verzinkt: Off
	ST Verzinkt: Off
	MRT Verzinkt: Off
	ST 1: 
	4016: Off
	4301: Off
	4301 5WL: Off
	4571: Off

	FK 1: 
	4016: Off
	4301: Off
	4301 5WL: Off
	4571: Off

	MRT 1: 
	4016: Off
	4301: Off
	4301 5WL: Off
	4571: Off

	Ausführung FK: 
	Ausführung ST: 
	Ausführung MRT: 
	300 kg: Off
	500 kg: Off
	750 kg: Off
	1000 kg: Off
	Schachtkopf: 
	Etage 7: 
	Etage 6: 
	9: Off
	10: Off
	11: Off
	12: Off
	13: Off
	14: Off
	15: Off
	16: Off
	Etage 5: 
	Etage 4: 
	Etage 3: 
	1: Off
	2: Off
	3: Off
	4: Off
	5: Off
	6: Off
	7: Off
	8: Off
	Etage 2: 
	Etage 1: 
	Grube: 
	Leiter Ja: Off
	mit Diebstahlsicherung: Off
	Schachtbeleuchtung Ja: Off
	Fahrkorbbeleuchtung Ja: Off
	Schachtbeleuchtung Nein: Off
	Fahrkorbbeleuchtung Nein: Off
	ST E120: Off
	ST EI60: Off
	ST Profilzylinder: Off
	ST KABA-Zylinder: Off
	MRT Doppelwandig Ja: Off
	MRT Doppelwandig mit Wolle: Off
	MRT E120: Off
	MRT EI60: Off
	MRT Profilzylinder: Off
	MRT KABA-Zylinder: Off
	Tableaus Profilzylinder: Off
	Tableaus KABA-Zylinder: Off
	Anlage Aus Profilzylinder: Off
	Anlage Aus KABA-Zylinder: Off
	Optionen 1: 
	Optionen 2: 
	Optionen 3: 
	Schranke: Off
	Scherengitter Alu: Off


